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CAT. N° 7 645 52

TV MALE PASSTHROUGH SOCKET NILOÉ - ATTENUATION 
-14 DB - WHITE

Pack (number of units) 10

Volume (dm³) 4,128

Weight (g) 725,00

Product characteristics General characteristics

Passthrough sockets
▪ Attenuation: -14 dB

TV (male)
▪ White

Niloé™ - television passthrough and terminal sockets
▪ Mechanisms supplied with cover plates and support frames. 
To be equipped with plates. Fixing with screws or claws 
(supplied)

▪ Installation in case of maintenance. An amplifier and a line 
balancing are recommended

▪ TV: male connector (Ø9.5 mm)

▪ R: female connector (Ø9.5 mm)

▪ SAT: ''F type'' connector

▪ Recommended coaxial cable: 17 VATC

▪ Visual checking of the connection

▪ TV: 5-68 / 120-862 MHz

▪ R: 87.5-108 MHz

▪ SAT: 950-2400 MHz

Documentation

Catalogue pages & additional information 
▪ Description page (p.534)  

Installation instructions & related documents 
▪ LE08471AA  

Installation & technical data 
▪ S000093637EN-00  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price ­ Basis : before­tax price list, May 2018

The information given in this e­catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e­catalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.


